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SECTI ON 096516

RESI LI ENT SHEET FLOORI NG

PART 1 - GENERAL
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1.
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A.

DESCRI PTI ON

This Section specifies the installation of sheet fl
integral cove base.

Gradesofresilientsheetvinylfloor coveringwith
plastic wear layer with backing.

Installation of sheet flooring including following:

1. Heat welded seams.

2. Integral cove base: Installed at intersection of fl
surfaces.

RELATED WORK

Resilientbaserequiredoverbaseofcasework:Sect
WOOD CASEWORK.

Resilientbaseoverbaseoflockers,equipmentand
RESILIENT BASE AND ACCESSORIES.

Unbacked vinyl (homogenous) sheet flooring with wel
096516, RESILIENT SHEET FLOORING.

QUALI TY CONTRCL - QUALI FI CATI ONS:

The Contracting Officer shall approve products or s
manufacturer, suppliers, and installers, and the Co
certification that:

1. Heatweldedseamingismanufacturer'sprescribedme

2. Installer is approved by manufacturer of materials
qualifications,experience,trainedpersonnel,and
specified items.

3. Manufacturer's product submitted hasbeen in satisf
three installations similar and equivalent in size
three years. Submit list of installations.

Thesheetvinylfloor coveringsshallmeetfire per

as determined by testing products, per ASTM test me
by Underwriters Laboratories, Inc. or another recog
inspecting agency acceptable to authorities having

1. Critical Radiant Flux: 0.45 watts per sq. cm or mor
E648.

2. Smoke Density: Less than 450 per ASTM E662.

The floor covering manufacturer shall certify that
installation comply with local regulations controll
organic compounds (VOC's).
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1.

1.

1.
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A.

SUBM TTALS

InaccordancewithSection013323,SHOPDRAWINGS, P
submit following:

Manufacturer's Literature and Data:

1. Description of resilient material and accessories t

2. Resilient material manufacturer's recommendations f

rods, sealants, and underlayment.
3. Application and installation instructions.
Samples:
1. Sheet material, 38 mm by 300 mm (1-1/2 inch by 12 i

and pattern with a welded seam using proposed weldi

inches) square for each type, pattern and color.
Cap strip and fillet strip, 300 mm (12 inches) for

Shop Drawings and Certificates: Layout of joints sh
joints are expressed, and type and location of obsc
Indicate orientation of directional patterns.

4. Certificates:QualityControlCertificate Submittal
in paragraph, QUALIFICATIONS.

Edge strips: 150 mm (6 inches) long each type.
Adhesive, underlayment and primer: Pint container,

PRQIECT CONDI Tl ONS

Maintain temperature of floor materials and room, w
18° C (65° F) and below 38° C (100° F) for 48 hours
48 hoursafterinstallation. Afterabove period, ro

fall below 13° C (55° F).

Construction in or near areas to receive flooring w
dryand cured. Do notinstall resilient flooring ov
beencured and are sufficiently dry to achieve abo
flooring manufacturer's recommendations for bond an

Buildingshallbe permanentlyenclosed. Scheduleco
receives no construction traffic when completed.

DELI VERY, STORAGE AND HANDLI NG

Delivermaterialstositeinoriginalsealedpackag
for identification with manufacturer's name and bra

Deliversheetflooringfullwidthroll,completely
clearly marked with the manufacturer's number, type
run number and manufacture date.

Store materials in weathertight and dry storage fac
damageduetohandling,weather,andconstructiono
and after installation. Store sheet flooring on end

temperatures maintained as recommended by manufactu

Store sheet flooring on end.

Move sheet vinyl floor coverings and installation a
where they will be installed at least 48 hoursin a
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1.7 APPLI CABLE PUBLI CATI ONS

A. Publications listed below form a part of this speci
referenced. Publications are referenced intextby

B. American Society For Testing Materials (ASTM):

1. E648-09 Critical Radiant Flux of Floor-Covering Sy
Radiant Energy Source.
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fication to extent
basic designation only.

stems Using a

2. E662-09 Specific Optical Density of Smoke Generate d by Solid
Materials.

3. F710-08 Practice for Preparing Concrete Floors and Other
Monolithic Floors to Receive Resilient Flooring.
F1303-04 Sheet Vinyl Floor Covering with Backing.
F1869-04 Moisture Vapor Emission Rate of Concrete Subfloor using
Anhydrous Calcium Chloride.
F1913-04 Sheet Vinyl Flooring without Backing.
F2170-09 Determining Relative Humidity in Concrete Floor Slabs

using In-situ Probes.
C. Resilient Floor Covering Institute (RFCI):
1. Recommended Work Practices for Removal of Resilient

1.8 SCHEDULI NG

A. Interior finish work such as plastering, drywall fi
terrazzo, ceiling work, and painting work shall be
installation. Mechanical, electrical, and other wor
shallbecompleted.Heating,ventilating,andairc
be installed and operating in order to maintain tem
requirements.

1.9 WARRANTY:

A. Submitwritten warranty, inaccordance with FAR cla
of Construction requirements except that warranty p
to include two (2) years.

PART 2 - PRODUCTS

2.1 SHEET VI NYL FLOOR COVERI NGS

A. Sheet Vinyl Floor Coverings: Smooth face, minimum t
(0.08 inch). Sheet flooring shall conform to ASTM F
requirements specified in ASTM F1303, Type Il, Grad
classificationnotapplicable.Foambackedsheetfl

B. Size: Provide maximum size sheet vinyl material pro
to provide minimum number of joints. Minimum size w
mm (48 inches).

C. Each color and pattern of sheet flooring shall be o

2.2 \ELDI NG ROD:

A. Product of floor covering manufacturer in color sha
sheet vinyl covering.
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2.3

2.4

A.

>

moow

APPLI CATI ON MATERI ALS AND ACCESSORI ES

Floor and Base Adhesive: Type recommended by sheet
manufacturer for conditions of use.

Mastic Underlayment (for concrete floors): Provide
polyvinyl acetate resins in mix. Condition to be co
type of underlayment selected for use.

Base Accessories:

1. Fillet Strip: 19 mm (3/4 inch) radius fillet strip
resilient sheet material.

2. Cap Strip: Extruded flanged zero edge vinyl reducer
25 mm (one inch) exposed height with 13 mm (1/2 inc
SHEET FLOORI NG

ASTM F1303, Type I, Grade 1, except for backing re
sheet flooring is not acceptable.

Minimum nominal thickness 2 mm (0.08 inch); 1800 mm
Critical RadiantFlux: 0.45watts persg.cmormore
Smoke density: less than 450 per ASTM E662.

Color and pattern of sheet flooring of the same pro

ADHESI VES

Waterresistanttyperecommended by the sheetfloor
conditions of use.

BASE CAP STRI P AND COVE STRIP

Extruded vinyl compatible with the sheet flooring.

Capstrip"J"shapewithfeatherededgeflangeappr
wide; top designed to receive sheet flooring with 1
lapping top of flooring

Cove strip 70 mm (2-3/4 inch) radius.

LEVELI NG COMPOUND ( FOR CONCRETE FLOORS)

Provide cementitious products with latex or polyvin
mix.

PRI MER ( FOR CONCRETE SUBFLOORS)

As recommended by the adhesive or sheet flooring ma

EDGE STRI PS
Extruded aluminum, mill finish, mechanically cleane

28 mm (1-1/8 inch) wide, 6 mm (1/4 inch) thick, bev
inch) thick.

Drill and counter sink edge strips for flat head sc
ends and approximately 225 mm (9 inches) on center
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2.10

A.

w

PART

©

SEALANT
As specified in Section 079200, JOINT SEALANTS.

Compatible with sheet flooring.

3 - EXECUTI ON

PRQIECT CONDI Tl ONS

Maintain temperature of sheet flooring above 36 °C
before installation.

Maintain temperature of rooms where sheet flooring
(65 ° F), for 48 hours, before installation and during in

After installation, maintain temperature at or abov
Building is permanently enclosed.

Wet construction in or near areas to receive sheet
dry and cured.

SUBFLOOR PREPARATI ON
Concrete Subfloors: Verify that concrete slabs comp

1. Installer shall examine surfaces on which resilient
tobeinstalled, and shalladvise Contractor, inwr
are unacceptable forinstallation of flooring mater
advise Contractorwhichmethodsaretobeusedtoc
will impair proper installation. Installation shall
unsatisfactory conditions have been corrected.

2. Slab substrates dry, free of curing compounds, seal
othermaterialswhichwouldinterferewithbonding
adhesion and dryness characteristics by performing
testsrecommended by Resilient Floor Covering Insti
in manual RFCI-MRP.

Broomorvacuumcleansubstratestobecoveredbys
immediately before installation. Following cleaning
determine if there is visually any evidence of mois
carbonation, or dust.

Primer: If recommended by flooring manufacturer, pr
adhesive, apply concrete slab primer in accordance
directions.

Correctconditionswhichwillimpair properinstall
marks, pits, dents, protrusions, cracks or joints.

Fillcracks, joints, depressions,andotherirregul
leveling compound.

1. Do not use adhesive for filling or leveling purpose

2. Do not use leveling compound to correct imperfectio
corrected by spot grinding.

3. Troweltosmoothsurfacefree oftrowelmarks, pits
cracks or joint lines.

Cleanfloorofail, paint, dustand deleterious sub
and cured free of residue from existing curing or ¢
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3.

3

G.

MoistureTesting:PerfrommoistureandpHtestasr

and adhesive manufacturers. Performtestlocations
part of the concrete structure. Proceed with instal
concrete substrates meet or exceed the manfacturer'
absence of specificguidance fromtheflooringora
following requirements are to be met:

1. Perfrom moisture vapor emission test in accordance
Proceed with installation only after substrates hav
moisture-vapor-emission rate of 1.36 kg of water/92
water/1000 sq. ft.) in 24 hours.

2. Proform concrete internal relative humidity testing
in accordance with ASTM F2170. Proceed with install
concretereachesmaximum?75percentrelative humidi

Preparation shall include the removal of existing r
existingadhesive. Donotuse solventstoremove ad
Asbestos Abatement Section if asbestos abatement pr
involved.

Remove existing resilient flooring and adhesive com
with Resilient Floor Covering Institute recommendat
Solvents shall not be used.

| NSTALLATI ON OF FLOORI NG

Install work in strict compliance with manufacturer
approved layout drawings.

Maintain uniformity of sheetvinylfloor coveringd
seams.

Arrange for a minimum number of seams and place the
low traffic areas, but in no case less than 150 mm
parallel joints in flooring substrates.

Match edges of resilient floor coverings for color
seams.

Where resilient sheet flooring abuts other flooring
finish level.

Extend sheet vinyl floor coverings into toe spaces,
and similar openings.

Inform the Resident Engineer of conflicts between t
manufacturer'sinstructions orrecommendations for
installation methods, before proceeding.

Install sheet in full coverage adhesives.
1. Air pockets or loose edges will not be accepted.

2. Trimsheetmaterialstotouchinthelengthofinte
vertical projections; seal joints at pipe with wate
sealant.

Keep joints to a minimum; avoid small filler pieces

Followmanufacturer'srecommendationsforseamsat
any open joints that would be readily visible from

Follow manufacturer’'s recommendations regarding pat
applicable.
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3.

L.

.5

.6

Installation of Edge Strips:

1. Locate edge strips under center lines of doors unle
indicated.

2. Setaluminum strips in adhesive, anchor with lead a
steel Phillips screws.

Integral Cove Base Installation:
1. Set preformed fillet strip to receive base.
2. Installthebasewithadhesive,terminateexposeed

3. Forminternal and external corners to the geometric
the cove at either straight or radius corners.

4. Solventweldjointsasspecifiedfortheflooring.
with an adhesive type sealant.

5. Unless otherwise specified or shown where sheet flo
provide integral base at intersection of floor and
Provide sheet flooring and base scheduled for room
underandbehindareaswhere casework, laboratorya
and other equipment occurs, except where mounted in

| NSTALLATI ON OF | NTEGRAL COVED BASE

Setpreformed covetoreceive base. Installbase ma
terminate exposed edge with cap strip. Integral bas
inches) high.

Internal and external corners shall be formed to ge
by cove at either square or radius corners.
VELDI NG

Cold weld all joints of flooring and base using equ
recommended by flooring manufacturer.

Welding shall consist of routingjoint, inserting a
space, and terminally fusing into a homogeneous joi

Upon completion of welding, surface across joint sh
from voids, and recessed or raised areas.

Fusion of Material: Joint shall be fused a minimum
thickness of material, and after welding shall meet
characteristics for flooring.

CLEANI NG

Clean small adhesive marks during application of sh
before adhesive sets, excessive adhesive smearing w

Remove visible adhesive and other surface blemishes
cleaner recommended by floor covering manufacturers

Clean and polish materials per flooring manufacture
recommendations.

Vacuum floor thoroughly.

Do not wash floor until after period recommended by
manufacturer and then prepare in accordance with ma
recommendations.
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F.

G.

3.7

Uponcompletion,ResidentEngineershallinspectfl
that work was done in accordance with manufacturer

Perform initial maintenance according to flooring m
recommendations.
PROTECTI ON:

Protectinstalled flooring asrecommended by floori
damage from rolling loads, other trades, or placeme
furnishings.

Keep traffic off sheet flooring for 24 hours after

Where construction traffic is anticipated, cover sh
reinforced kraft paper properly secured and maintai
authorized by the Resident Engineer.

Where protective materialsareremovedandimmediat
repairanydamage,re-cleansheetflooring, lightly
floor.

---END---
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